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0.5%-100%

1-10V active signal, adjustable resistance, PWM signal

BMP28A-1SMC

Wiring Diagram

Dimension(mm)

Technical Parameters

Product Feature
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48VDC

/

>90%@48VDC, full load

/
0.63Amax@48VDC, full load

125*14.5*10mm(L*W*H) 

IP20

-20℃~60℃
-40℃~85℃, 20-90%RH
80℃
PC

50,000h@ta:50℃

/

±5%(20-40VDC)/±8%(9-40VDC)

<3%

>100,000 times

1

BMP28A-1SMC

Tc

Lifetime

Material

Dimension
Net weight: ---g±5%/PCS; ---PCS/Carton; ---kg±5%/Carton; Carton Size: ---mm(L*W*H) Packing(Weight)

Ip Rating

Working Temp.

Storage Temp., Humidity

Switch Cycle

5 YearWarranty Condition

No-load Output Voltage

Turn On Delay Time <0.6s, at 48VDC

Efficiency

Current

Inrush Current

Current/voltage/power

Standby Power

Ripple Current

Channel

Current Tolerance

Voltage

Frequency

Short Circuit

Dimming Type

Dimming Range

Over Load When the output voltage is exceeded, the output current decreases and, recovers automatically when the load is reduced.

Shut down the output, recovers automatically after fault removed

Others

Model

Output

Input

Protection

Function

350mA/9-40VDC/14W

<0.3W

500mA/9-40VDC/20W 550mA/9-40VDC/22W 700mA/9-40VDC/28W

·Supporting Hot Plug-in of Front 48V Driver

·Input Reverse Connection Protection

·Dial Selection Current

·Supporting short circuit and overload protection

·When the input is connected to the signal terminal, the power supply is not damaged.

·Support 3-in-1 analog dimming signal (active signal, adjustable resistance, PWM signal)
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Current Selection Table

Remark: Function default setting is: 350mA (@switch are all OFF state)

Spotlight

BMP28A-1SMC

Shell



BMP28A-1SMC

磁吸电源
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应用接线图 调光曲线

尺寸(mm)

技术参数

产品特点
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48VDC

/

>90%@48VDC, 满载

/
0.63Amax@48VDC, 满载

125*14.5*10mm(长*宽*高）

IP20

-20℃~60℃
-40℃~85℃, 20-90%RH
80℃
PC

50,000小时@ta:50℃

/

±5%(20-40VDC)/±8%(9-40VDC)

<3%

>100,000次

1

BMP28A-1SMC

tc

寿命

材质

尺寸
净重: ---g±5%/个; ---个/箱; ---kg±5%/箱; 外箱尺寸: ----mm(L*W*H) 包装重量

防水等级

工作温度
储存温度、湿度

开关周期
5年质保

空载输出电压
启动延时 <0.6s, at 48VDC

0.5%-100%

效率

电流
浪涌电流

<0.3W待机功耗

电流/电压/功率
波纹电流
通道
电流精度

电压
频率

短路

调光方式 1-10V有源信号，可调电阻，PWM 信号
调光范围

过载 当超过输出电压时，输出电流减少，当负载降低时自动恢复
关断输出，移除故障后自恢复

其它

型号

输出

输入

保护

功能

350mA/9-40VDC/14W 500mA/9-40VDC/20W 550mA/9-40VDC/22W 700mA/9-40VDC/28W

·支持前面48V驱动的热插拔
·有输入反接保护
·拨码选择电流
·支持短路，过载保护
·输入被接入信号端时，电源不损坏
·支持3合1模拟调光信号（有源信号，可调电阻，PWM 信号）
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电流选择表

备注：出厂默认设置电流为350mA(1,2在OFF状态)

射灯

BMP28A-1SMC

外壳


